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2 7/8"@ DRIVEN PILE STARTER
SPECIFICATIONS

MECHANICAL PROPERTIES —
STARTER L
I PILING CHART
PILING DIAMETER | 2 3/87| 2 7/8" .
- t— PART | LENGTH
t(in) 0.190 |0.217 ° NUNBER| (1)
R (in) 0.775 | 0.943 L 234 | 7o
Fy (ksi) 85.0 | 65.0
Fu (ksi) 85.0 |85.0 -
.
x (e 0.784 | 1.811 .
() . 2 7/8%@0 PILE
Sx (in?) 0.660 | 1.121 .
.
7x (in?) 0.909 | 1.536
J o (in?) 1.568 | 3.222
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NOTES:
1. POLYETHYLENE COPOLYMER THERMOPLASTIC COATING PER ICC—Ef AC
228

2. MANUFACTURER TO HAVE IN EFFECT INDUSTRY RECONIZED WRITTEN
QUALITY CONTROL FOR ALL MATERIALS AND MANUFACTURING
PROCESSES.

3. THE CAPACITY OF THE UNDERPINNING SYSTEM IS A FUNCTION OF MANY
INDIVIDUAL ELEMENTS, INCLUDING THE CAPACITY OF THE FOUNDAJION,
BRACKET, PILING MATERIAL, AND BEARING STRATA, AS WELL
AS THE STRENGTH OF THE FOUNDATION BRACKET CONNECTION AND
THE QUALITY OF THE INSTALLATION OF THE PILE.

4. RAM JACK ENGINEERING HANDBOOK AND ESR-1854 FOR ALLOWABLE

STARTER PLUG

THIS_DRAWING AND ITS CONTENTS ARE
VALUES AND/OR CONDITIONS OF USE CONCERNING MATERIAL PRESENTED CONFIDENTIAL AND THE EXCLUSIVE PROPERTY
IN THIS DOCUMENT. OF RAM JACK SYSTEMS DISTRIBUTION, LLC.
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